DURAMAX"

DryMax

SHAFT SEAL SYSTEMS

=

RUDDER SEALING SYSTEMS

Information Required To Quote:

RUDDER SEAL SPACE REQUIREMENTS

B B C (o D D .
] Rudder Stock Dia. (in or mm) DryMax0D(in) [DryMax0D(mm)| Length (in) Length (mm) BCD (in) BCD (mm) Bot {in)
0 0.000 inch 0.000 0.0 0.000 0.0 0.000 0.0 0.000

Type Stock Size (between 3.5-36.49 inch or 89-927 mm) and select inch or mm

Customer Information:

Name:

Company:

Address:

City: State: Zip:

Country:

Email:

Phone:

Information for DryMax Rudder Retrofit Install:

O ves

2. Existing BCD (bolt circle diameter):

® no

1. Adapter Plate Required:

3. Existing Number of Bolts:

Vessel Information:

1. Vessel Name:

2. Vessel *IMO# / Hull#:

3. Stock Diameter:

4. Hull Material:

5. Quantity:

6. New Construction/Retro-fit:

7. Serial Number (existing seal):

8. Original Installation Date:

9. Original Installation Yard:

10. Shipyard Name:

RESET FORM

Notes:

©Duramax Marine | p: 440.834.5400

| f:440.834.4950

*(IMO) - International Maritime Number

ARINE’

www.DuramaxMarine.com

Duramax Marine" is an ISQ 9001:2015 Certified Company




	MODEL: 0
	DIAM: 0
	measure: [inch]
	OK: 
	ODi: 0
	ODm: 0
	LENTi: 0
	LENTm: 0
	BCDi: 0
	BCDm: 0
	BOLT: 0
	CustName:  
	VesselName:  
	CustCompany:  
	VesselIMO:  
	CustAddress:  
	ShaftDiam:  
	CustCity:  
	CustState:  
	CustZip:  
	HullMaterial:  
	CustCountry:  
	Quantity:  
	CustEmail:  
	Construction:  
	CustPhone:  
	SerialNo:  
	InstallDate:  
	InstallYard:  
	Adapter: NO
	ExistingBCD:  
	ShipYard:  
	ExistingBoltNo:  
	RESET: 
	Notes: 


